ALIGN FACE OF
W BEAM WITH

FACE OF
FLOW LINE

4’ MIN.

27"

TYPE A«B.C OR D
COMBINATION CURB AND
GUTTER OR TYPE A«.B AND C CURB.

PLACEMENT AT CURBS
(WITHOUT SIDEWALKS)

) 2'-0" 4° MIN
~
~N
SHOULDER SLOPE
EXTENDED HINGE
POINT
6. VaRIFs
SHOULDER LT

PLACEMENT AT EDGE OF SHOULDER

4’ MIN.

OFFSET DISTANCE

AS SHOWN ON PLANS

FINISHED
GRADE

27"

HINGE
POINT

le—— TYPE A.B.C OR D o
COMBINATION CURB AND GUTTER I Il

OR TYPE A.B. AND C CURB

PLACEMENT BEHIND SIDEWALK AREA

SHOULDER

3% MIN X
| (SEE NOTE 1) [~ =
]
P
|
— ROADS
% roae A RouDs 10¢
N N BEAM \)
~
~ ANCHORAGE
FINISHED /
GRADE 7 (

SLOPE VARIESII I |

MINIMUM OFFSET TO HAZARD

NOTES

OFFSET DISTANCE 4’ MIN

AS SHOWN ON PLANS

Storg |,
AR
SHOWN oy IEs

PLACEMENT AT HINGE '

4’ MIN
(SEE NOTE 2)

3

FINISHED &

GRADE 7

HINGE POINT

HAZARDOUS
EMBANKMENT

MINIMUM OFFSET TO

SLOPE

1. MINIMUM DIMENSIONS CAN BE REDUCED BY PLACING A CONCRETE BARRIER AT FACE OF HAZARD AND ANCHORING W BEAM TO END
USING TRAFFIC BARRIER W BEAM ANCHORAGE WITH RUB RAIL TO JERSEY SHAPE AND F SHAPE (SEE STD. MD 605.43).
IN CASE OF TWO WAY TRAFFIC USE 3'-1!," POST SPACING FOR 25 FEET AT TRAILING END.

2. 8'-0" LONG POSTS ARE TO BE USED WHEN THE DISTANCE FROM THE FACE OF THE W BEAM TO THE HINGE POINT S 2°

OR GREATER BUT LESS THAN 4°.
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